


T21 (2NO+1NC)
Non overlapping
Slow action

T12 (1NO+2NC)
Non overlapping
Slow action

2 Specifications are subject to change without notice. Pictures are just an example. For special features and/or customization, please ask to our sales network.

Limit Switches - Limit Type (PS43)
Metal Body IP66

O 10

37

Conformity / (NC) /
Max. Actuation speed 0.5ms
Min. force or torque 30N / 45Nm
Weight 265g

P = Three cable inlet PG13.5 cable gland
M = Three cable inlet M20x1.5 cable gland
N = Three cable inlet 1/2” NPT cable gland
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O 8

Conformity / (NC) / 
Max. Actuation speed 0.5ms
Min. force or torque 30N / 45Nm
Weight 265g

O 1220
44 50

30°

Conformity / (NC) /
Max. Actuation speed 0.5ms
Min. force or torque 22N / 40Nm
Weight 270g

30
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52
36

Conformity / (NC) /
Max. Actuation speed 0.5ms
Min. force or torque 30N / 50Nm
Weight 285g

3xPg13.5
3x1/2"NPT
3xM20x1,5
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S11 (1NO+1NC)
Snap action

S02 (2NC)
Snap action

O11 (1NO+1NC)
Overlapping
Slow action

31

32

23

24

13

14

T11 (1NO+1NC)
Non overlapping
Slow action

31

32

3.4 5.00
21-22
13-14

6.0 mm

2.0

2.0 3.50
21-22
31-32

6.0 mm

3.7
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3.0
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6.0 mm1.8
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T20 S02

O11

T12

Contact block (Zb type)

Cable Gland
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O 10

Stainless steel lateral plain plunger
Code PS43L- SP-M00

(mm)

(mm)

(mm)

(mm)

(mm)

Stainless steel Ø12 roller plunger
Code PS43L-       PR-M00

Stainless steel ball plunger
Code PS43L- PB-M00

Stainless steel plain plunger
Code PS43L- P0-M00

T30 (3NO)
Simultanous 
Slow action

T02 (2NC)
Slow Action

T03 (3NC)
Simultanous 
Slow action

31

32

21

22

11

12

T20 (2NO)
Slow action

31

34

23

24

13

14

2.0 3.50
11-12
21-22

6.0 mm

31-32

2.30
13-14
23-24

6.0 mm

33-34

T03 T30

2.0 3.60
11-12
21-22

6.0 mm

2.1 3.60
31-32
13-14

6.0 mm

3.7
23-24
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T21

3.0 4.60
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13-14
21-22
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6.0 mm1.8

3.6 5.20
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13-14
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2.2
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3.1
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31-32

4.30
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3.7 6.60
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3.9 6.40
31-32
13-14

10.5 mm

6.5
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6.0 mm

2.0

2.0 3.50
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3.7
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1.90
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6.0 mm

2.1 3.70
21-22
13-14

6.0 mm

3.0

2.9 4.50
11-12
21-22
11-12
21-22

6.0 mm1.8
T20 S02 T12

2.0 3.50
11-12
21-22

6.0 mm

31-32

2.30
13-14
23-24

6.0 mm

33-34

T03 T30

2.0 3.60
11-12
21-22

6.0 mm

2.1 3.60
31-32
13-14

6.0 mm

3.7
23-24

T21

3.0 4.60
21-22
13-14
21-22
13-14

6.0 mm1.8
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Specifications are subject to change without notice. Pictures are just an example. For special features and/or customization, please ask to our sales network. 3
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Conformity / (NC) /
Max. Actuation speed 0.5ms
Min. force or torque 30N / 50Nm
Weight 290g

Conformity / (NC) /
Max. Actuation speed 0.5ms
Min. force or torque 30N / 50Nm
Weight 290g

Conformity / (NC) /
Max. Actuation speed 1.5ms
Min. force or torque 0.15N / 0.30Nm
Weight 305g

(mm)

(mm)

(mm)

(mm)

Conformity / (NC) /
Max. Actuation speed 1.5ms
Min. force or torque 0.15N / 0.30Nm
Weight 315g

Ø50 Rubber roller lever
Code PS43L- W0-M00

Ø22 Roller lever
Code nylon roller PS43L- RT-M00

stainless steel roller PS43L- RS-M00
steel ball bearing PS43L- RO-M00

Conformity / /
Max. Actuation speed 1.5ms
Min. force or torque 12N / 40Nm
Weight 305g

One way lever 
Code Ø22 nylon roller PS43L- RH-M00

Ø22 stainless steel roller PS43L- RK-M00
Ø22 steel ball bearing PS43L- RB-M00

Stainless steel lateral plunger with Ø12 horizontal roller
Code PS43L- SH-M00

Stainless steel lateral plunger with Ø12 vertical roller
Code PS43L- SV-M00

6.6 9.50
21-22
13-14

10.2 mm

4.3

3.5 6.10
21-22
31-32

10.2 mm

6.2
13-14

4.10
13-14
23-24

10.2 mm

4.6 7.50
21-22
13-14

10.2mm

6.0

5.7 8.60
11-12
21-22
11-12
21-22

10.2 mm3.5

S11 T11

T20 S02

O11

T12

3.5 6.10
11-12
21-22

10.2 mm

31-32

4.00
13-14
23-24

10.2 mm

33-34

T03 T30

4.3 7.20
11-12
21-22

10.2 mm

3.6 6.20
31-32
13-14

10.2 mm

6.2
23-24

T02

T21

5.9 8.80
21-22
13-14
21-22
13-14

10.2 mm3.7

7.2 11.70
21-22
13-14

15.5 mm

4.0

4.6 8.40
21-22
31-32

15.5 mm

8.6
13-14

3.60
13-14
23-24

15.5 mm

4.5 9.00
21-22
13-14

15.5mm

6.1

6.1 10.60
11-12
21-22
11-12
21-22

15.5 mm3.1

S11 T11

T20 S02

O11

T12

4.6 8.40
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15.5 mm

31-32

4.90
13-14
23-24

15.5 mm

33-34

T03 T30

4.0 9.50
11-12
21-22

15.5 mm

4.7 8.50
31-32
13-14

15.5 mm

8.6
23-24

T02

T21

6.3 10.80
21-22
13-14
21-22
13-14

15.5 mm3.1

37° 53°0
21-22
13-14

78°

21°

18° 35°0
21-22
31-32
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37°
13-14

20°0
13-14
23-24

78°

22° 38°0
21-22
13-14

78°

33°

32° 48°0
11-12
21-22
11-12
21-22

78°20°

S11 T11

T20 S02

O11

T12

18° 35°0
11-12
21-22

78°

31-32

23°0
13-14
23-24

78°

33-34

T03 T30

21° 37°0
11-12
21-22

78°

19° 36°0
31-32
13-14

78°

37°
23-24

T02

T21

33° 49°0
21-22
13-14
21-22
13-14

78°20°
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(mm)

6.6 9.50
21-22
13-14

10.2 mm

4.3

3.5 6.10
21-22
31-32

10.2 mm

6.2
13-14

4.10
13-14
23-24

10.2 mm

4.6 7.50
21-22
13-14

10.2mm

6.0

5.7 8.60
11-12
21-22
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21-22

10.2 mm3.5
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T12

3.5 6.10
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21-22

10.2 mm

31-32

4.00
13-14
23-24

10.2 mm

33-34

T03 T30

4.3 7.20
11-12
21-22

10.2 mm

3.6 6.20
31-32
13-14

10.2 mm

6.2
23-24
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10.2 mm3.7
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13-14

78°

33°

32° 48°0
11-12
21-22
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78°20°
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T20 S02
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T12

18° 35°0
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21-22

78°

31-32

23°0
13-14
23-24

78°

33-34

T03 T30

21° 37°0
11-12
21-22
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T12 (1NO+2NC)
Non overlapping
Slow action

Limit Switches - Limit Type (PS43)
Metal Body IP66

22

O 22

68
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Conformity / (NC) /
Max. Actuation speed 1.5ms
Min. force or torque 0.15N / 0.30Nm
Weight 325g

P = Three cable inlet PG13.5 cable gland
M = Three cable inlet M20x1.5 cable gland
N = Three cable inlet 1/2” NPT cable gland

Conformity / (NC) / 
Max. Actuation speed 1.5ms
Min. force or torque 0.15N / 0.30Nm
Weight 330g

Conformity / (NC) /
Max. Actuation speed 1.5ms
Min. force or torque 0.15N / -
Weight 330g

Conformity / (NC) /
Max. Actuation speed 1.5ms
Min. force or torque 0.15N / -
Weight 330g

3xPg13.5
3x1/2"NPT
3xM20x1,5
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S11 (1NO+1NC)
Snap action

S02 (2NC)
Snap action

O11 (1NO+1NC)
Overlapping
Slow action

T21 (2NO+1NC)
Non overlapping
Slow action

31

32

23

24

13

14

T11 (1NO+1NC)
Non overlapping
Slow action

31

32

Contact block (Zb type)

Cable Gland
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43

Stainless steel spring actuator
Code PS43L- LZ-M00

(mm)

(mm)

(mm)

(mm)

(mm)

Nylon actuator with stainless steel spring
Code PS43L-      LB-M00

Adjustable Ø50 rubber roller lever
Code PS43L- W1-M00

Adjustable Ø22 roller lever
Code nylon lever PS43L- R1-M00

stainless steel roller PS43L- R2-M00
steel ball bearing PS43L- R3-M00

T30 (3NO)
Simultanous 
Slow action

T02 (2NC)
Slow Action

T03 (3NC)
Simultanous 
Slow action

31

32

21

22

11

12

T20 (2NO)
Slow action

31

34

23

24

13

14

37°0
21-22
13-14

78°
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18°0
21-22
31-32
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37°
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13-14
23-24
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31-32
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T03 T30
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33° 49°0
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78°20°
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37° 53°0
21-22
13-14
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21°

18° 35°0
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31-32
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23-24
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22° 38°0
21-22
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33°

32° 48°0
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78°20°
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13-14
21-22
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Conformity / (NC) /
Max. Actuation speed 1.5ms
Min. force or torque 0.15N / 0.30
Weight 330g

Conformity / (NC) /
Max. Actuation speed 1.5ms
Min. force or torque 0.15N / 0.30Nm
Weight 330g

Conformity / (NC) /
Max. Actuation speed 1.0ms
Min. force or torque 0.18N / -
Weight 265g

(mm)

Multidirectional nylon actuator with stainless steel spring 
Code PS43L- LP-M00

Conformity / /
Max. Actuation speed 1.0ms
Min. force or torque 0.18N / -
Weight 265g

Stainless steel spring multidirectional actuator
Code PS43L- LW-M00

Adjustable Ø6 rod lever
Code nylon rod PS43L- LN-M00

fiberglass rod PS43L- LG-M00

Adjustable rod lever
Code stainless steel rod Ø3 PS43L- LA-M00

fiberglass rod Ø3 PS43L- LF-M00

22

7

20
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5 
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(mm)
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M
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(mm)

23°0
21-22
13-14

11°

12°0
21-22
31-32

27°
13-14

10°0
13-14
23-24

12°0
21-22
13-14

19°

20°0
11-12
21-22
11-12
21-22

9°

S11 T11

T20 S02

O11

T12

12°0
11-12
21-22
31-32

16°0
13-14
23-24
33-34

T03 T30

11°0
11-12
21-22

13°0
31-32
13-14

27°
23-24

T02

T21

21°0
21-22
13-14
21-22
13-14

9°

Conformity / (NC) /
Max. Actuation speed 1.5ms
Min. force or torque 0.15N / 0.30
Weight 330g

Adjustable rod lever
Code square steel rod 3x3 PS43L- L3-M00
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37° 53°0
21-22
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31-32
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20°0
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78°

22° 38°0
21-22
13-14

78°

33°

32° 48°0
11-12
21-22
11-12
21-22

78°20°

S11 T11

T20 S02

O11

T12

18° 35°0
11-12
21-22

78°

31-32

23°0
13-14
23-24

78°

33-34

T03 T30

21° 37°0
11-12
21-22

78°

19° 36°0
31-32
13-14

78°
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78°20°
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13-14
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32° 48°0
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21-22

78°20°
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9°
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12°0
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31-32

16°0
13-14
23-24
33-34
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T12 (1NO+2NC)
Non overlapping
Slow action

Limit Switches - Limit Type (PS43)
Metal Body IP66

P = Three cable inlet PG13.5 cable gland
M = Three cable inlet M20x1.5 cable gland
N = Three cable inlet 1/2” NPT cable gland

O 24

59
.5

Conformity / (NC) / 
Max. Actuation speed 0.5ms
Min. force or torque 25N / -
Weight 270g

3xPg13.5
3x1/2"NPT
3xM20x1,5
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S11 (1NO+1NC)
Snap action

S02 (2NC)
Snap action

O11 (1NO+1NC)
Overlapping
Slow action

T21 (2NO+1NC)
Non overlapping
Slow action

31

32

23

24

13

14

T11 (1NO+1NC)
Non overlapping
Slow action

31

32

Contact block (Zb type)

Cable Gland
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(mm)

(mm)

Pull action with ring
Code PS43L- N6-M00

T30 (3NO)
Simultanous 
Slow action

T02 (2NC)
Slow Action

T03 (3NC)
Simultanous 
Slow action

31

32

21

22

11

12

T20 (2NO)
Slow action

31

34

23

24

13

14

3.40
21-22
13-14

5.0 mm

2.1

1.60
21-22
31-32

5.0 mm

2.9
13-14

3.60
13-14
23-24

5.0 mm

2.50
21-22
13-14

5.0 mm

3.2

S11 T11

T20

O11

T12

3.30
11-12
21-22

5.0 mm

31-32

2.70
13-14
23-24

5.0 mm

33-34

T03 T30

3.40
11-12
21-22

5.0 mm

1.50
31-32
13-14

5.0 mm

3.0
23-24

T02

T21

4.40
21-22
13-14
21-22
13-14

5.0 mm3.2

Conformity / (NC) /
Max. Actuation speed 1.0ms
Min. force or torque 0.18N / -
Weight 270g

Stainless steel spring multidirectional actuator
Code PS43L- LS-M00
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13
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23°0
21-22
13-14

11°

12°0
21-22
31-32

27°
13-14

10°0
13-14
23-24

12°0
21-22
13-14

19°

20°0
11-12
21-22
11-12
21-22

9°

S11 T11

T20 S02

O11

T12

12°0
11-12
21-22
31-32

16°0
13-14
23-24
33-34

T03 T30

11°0
11-12
21-22

13°0
31-32
13-14

27°
23-24

T02

T21

21°0
21-22
13-14
21-22
13-14

9°


