


S11 (1NO+1NC)
Snap Action

S02 (2NC)
Snap Action

T11 (1NO+1NC)
Non overlapping
Slow action

T02 (2NC)
Slow Action

S11 (1NO+1NC)
Snap Action

S02 (2NC)
Snap Action

T11 (1NO+1NC)
Non overlapping
Slow action

T02 (2NC)
Slow Action

2 Specifications are subject to change without notice. Pictures are just an example. For special features and/or customization, please ask to our sales network.

Limit Switches - Safety Type (PS21K)
Plastic Body IP65

Conformity / (NC) EN 50047 /
Max. Actuation speed 0.5ms
Min. force or torque 9N / 44Nm
Weight 97g

P = one cable inlet PG13.5 cable gland
M = one cable inlet M20x1.5 cable gland
N = one cable inlet 1/2” NPT cable gland
B = one cable inlet PG11 cable gland
A = one cable inlet M16x1.5 cable gland

Conformity / (NC) EN 50047 / 
Max. Actuation speed 0.3ms
Min. force or torque 12N / 41Nm
Weight 99g

Conformity / (NC) EN 50047 /
Max. Actuation speed 1.0ms
Min. force or torque 7Nm / 24Nm
Weight 102g

Conformity / (NC) EN 50047 /
Max. Actuation speed 1.0ms
Min. force or torque 7Nm / 24Nm
Weight 103g

4

53

O 4

30.3

20

22

Contact block (Zb type)

Cable Gland

PG13.5
M20x1.5
1/2"NPT
PG11
M20x1,5

30

15

24.5

12.5

Plastic roller lever on metal plunger with reset
Code PS21K- R4-T00

(mm)

(mm)

(mm)

(mm)

(mm)

Plastic roller lever on metal plunger with reset
Code PS21K-       R3-T00

Steel plunger with nylon roller with reset
Code PS21K- PR-T00

Steel plunger with reset
Code PS21K- P0-T00

S11 (1NO+1NC)
Snap Action

S02 (2NC)
Snap Action

T11 (1NO+1NC)
Non overlapping
Slow action

T02 (2NC)
Slow Action

S11 (1NO+1NC)
Snap Action

S02 (2NC)
Snap Action

T11 (1NO+1NC)
Non overlapping
Slow action

T02 (2NC)
Slow Action
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Conformity / (NC) EN 50047 /
Max. Actuation speed 1.5ms
Min. force or torque 0.10N / 0.32Nm
Weight 102g

(mm)

Lever with nylon roller with reset
Code PS21K- RT-T00

S11 (1NO+1NC)
Snap Action

S02 (2NC)
Snap Action

T11 (1NO+1NC)
Non overlapping
Slow action

T02 (2NC)
Slow Action



S11 (1NO+1NC)
Snap Action

S02 (2NC)
Snap Action

T11 (1NO+1NC)
Non overlapping
Slow action

T02 (2NC)
Slow Action

S11 (1NO+1NC)
Snap Action

S02 (2NC)
Snap Action

T11 (1NO+1NC)
Non overlapping
Slow action

T02 (2NC)
Slow Action

S11 (1NO+1NC)
Snap Action

S02 (2NC)
Snap Action

T11 (1NO+1NC)
Non overlapping
Slow action

T02 (2NC)
Slow Action

S11 (1NO+1NC)
Snap Action

S02 (2NC)
Snap Action

T11 (1NO+1NC)
Non overlapping
Slow action

T02 (2NC)
Slow Action

4 Specifications are subject to change without notice. Pictures are just an example. For special features and/or customization, please ask to our sales network.

Limit Switches - Safety Type (PS21K)
Metal Body IP66

Conformity / (NC) EN 50047 /
Max. Actuation speed 0.5ms
Min. force or torque 9N / 44Nm
Weight 193g

P = one cable inlet PG13.5 cable gland
M = one cable inlet M20x1.5 cable gland
N = one cable inlet 1/2” NPT cable gland
B = one cable inlet PG11 cable gland
A = one cable inlet M16x1.5 cable gland

Conformity / (NC) EN 50047 / 
Max. Actuation speed 0.3ms
Min. force or torque 12N / 41Nm
Weight 196g

Conformity / (NC) EN 50047 /
Max. Actuation speed 1.0ms
Min. force or torque 7Nm / 24Nm
Weight 199g

Conformity / (NC) EN 50047 /
Max. Actuation speed 1.0ms
Min. force or torque 7Nm / 24Nm
Weight 199g

30.3

20

22

A
M

 1

O 4

 4

55

Contact block (Zb type)

Cable Gland

14.5

32.5

12.5

Pg13.5
1/2" NPT
Pg11
M16x1,5
M20x1,5

Plastic roller lever on metal plunger with reset
Code PS21K- R4-Y00

(mm)

(mm)

(mm)

(mm)

(mm)

Plastic roller lever on metal plunger with reset
Code PS21K-       R3-Y00

Steel plunger with nylon roller with reset
Code PS21K- PR-Y00

Steel plunger with reset
Code PS21K- P0-Y00



S11 (1NO+1NC)
Snap Action

S02 (2NC)
Snap Action

T11 (1NO+1NC)
Non overlapping
Slow action

T02 (2NC)
Slow Action
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Conformity / (NC) EN 50047 /
Max. Actuation speed 1.5ms
Min. force or torque 0.10N / 0.32Nm
Weight 198g

(mm)

Lever with nylon roller with reset
Code PS21K- RT-Y00



S11 (1NO+1NC)
Snap Action

S02 (2NC)
Snap Action

T11 (1NO+1NC)
Non overlapping
Slow action

T02 (2NC)
Slow Action

S11 (1NO+1NC)
Snap Action

S02 (2NC)
Snap Action

T11 (1NO+1NC)
Non overlapping
Slow action

T02 (2NC)
Slow Action

S11 (1NO+1NC)
Snap Action

S02 (2NC)
Snap Action

T11 (1NO+1NC)
Non overlapping
Slow action

T02 (2NC)
Slow Action

S11 (1NO+1NC)
Snap Action

S02 (2NC)
Snap Action

T11 (1NO+1NC)
Non overlapping
Slow action

T02 (2NC)
Slow Action
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Limit Switches - Safety Type (PS42K)
Plastic Body IP65

Conformity / (NC) EN 50047 /
Max. Actuation speed 0.5ms
Min. force or torque 9N / 44Nm
Weight 126g

P = two cable inlet PG13.5 cable gland
M = two cable inlet M20x1.5 cable gland
N = two cable inlet 1/2” NPT cable gland
B = two cable inlet PG11 cable gland
A = two cable inlet M16x1.5 cable gland

Conformity / (NC) EN 50047 / 
Max. Actuation speed 0.3ms
Min. force or torque 12N / 41Nm
Weight 128g

Conformity / (NC) EN 50047 /
Max. Actuation speed 1.0ms
Min. force or torque 7Nm / 24Nm
Weight 131g

Conformity / (NC) EN 50047 /
Max. Actuation speed 1.0ms
Min. force or torque 7Nm / 24Nm
Weight 138g

46
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O 4

40
42

50

57

20

22

2 x Pg13.5
2 x Pg11
2 x M16x1,5
2 x M20x1,5

Contact block (Zb type)

Cable Gland
12.5

14

33

Plastic roller lever on metal plunger with reset
Code PS42K- LR-T00

(mm)

(mm)

(mm)

(mm)

(mm)

Plastic roller lever on metal plunger with reset
Code PS42K-       R3-T00

Steel plunger with nylon roller with reset
Code PS42K- PR-T00

Steel plunger with reset
Code PS42K- P0-T00
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Conformity / (NC) EN 50047 /
Max. Actuation speed 1.5ms
Min. force or torque 0.10N / 0.32Nm
Weight 129g

(mm)

Lever with nylon roller with reset
Code PS42K- RT-T00

S11 (1NO+1NC)
Snap Action

S02 (2NC)
Snap Action

T11 (1NO+1NC)
Non overlapping
Slow action

T02 (2NC)
Slow Action



S11 (1NO+1NC)
Snap Action

S02 (2NC)
Snap Action

T11 (1NO+1NC)
Non overlapping
Slow action

T02 (2NC)
Slow Action

S11 (1NO+1NC)
Snap Action

S02 (2NC)
Snap Action

T11 (1NO+1NC)
Non overlapping
Slow action

T02 (2NC)
Slow Action

S11 (1NO+1NC)
Snap Action

S02 (2NC)
Snap Action

T11 (1NO+1NC)
Non overlapping
Slow action

T02 (2NC)
Slow Action

S11 (1NO+1NC)
Snap Action

S02 (2NC)
Snap Action

T11 (1NO+1NC)
Non overlapping
Slow action

T02 (2NC)
Slow Action
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Limit Switches - Safety Type (PS42K)
Metal Body IP66

Conformity / (NC) EN 50047 /
Max. Actuation speed 0.5ms
Min. force or torque 9N / 44Nm
Weight 295g

P = three cable inlet PG13.5 cable gland
M = three cable inlet M20x1.5 cable gland
N = three cable inlet 1/2” NPT cable gland
B = three cable inlet PG11 cable gland
A = three cable inlet M16x1.5 cable gland

Conformity / (NC) EN 50047 / 
Max. Actuation speed 0.3ms
Min. force or torque 12N / 41Nm
Weight 298g

Conformity / (NC) EN 50047 /
Max. Actuation speed 1.0ms
Min. force or torque 7Nm / 24Nm
Weight 301g

Conformity / (NC) EN 50047 /
Max. Actuation speed 1.0ms
Min. force or torque 7Nm / 24Nm
Weight 307g

54
.5

 2

40

42

52

59

20

22

O 5.2

Contact block (Zb type)

Cable Gland
12.5

14

36

Pg13.5 (x3)
1/2" NPT (x3)
Pg11 (x3)
M16x1,5 (x3)
M20x1,5 (x3)

Plastic roller lever on metal plunger with reset
Code PS42K- LR-Y00

(mm)

(mm)

(mm)

(mm)

(mm)

Plastic roller lever on metal plunger with reset
Code PS42K-       R3-Y00

Steel plunger with nylon roller with reset
Code PS42K- PR-Y00

Steel plunger with reset
Code PS42K- P0-Y00



S11 (1NO+1NC)
Snap Action

S02 (2NC)
Snap Action

T11 (1NO+1NC)
Non overlapping
Slow action

T02 (2NC)
Slow Action
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Conformity / (NC) EN 50047 /
Max. Actuation speed 1.5ms
Min. force or torque 0.10N / 0.32Nm
Weight 299g

(mm)

Lever with nylon roller with reset
Code PS42K- RT-Y00


