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Limit Switches - Miniature Type (PS21M)
Metal Body IP67
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Conformity / (NC) /
Max. Actuation speed 0.5ms
Min. force or torque 15N / 30Nm
Weight 175g

Pre-wired
cable: PVC 4x0.75 mm2

Lenght: 1m
(Different lenghts available on request)
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S11 T11

Conformity / (NC) / 
Max. Actuation speed 0.1ms
Min. force or torque 10N / 30Nm
Weight 180g
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Conformity / (NC) /
Max. Actuation speed 0.1ms
Min. force or torque 10N / 30Nm
Weight 180g
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Conformity / (NC) /
Max. Actuation speed 0.5ms
Min. force or torque 15N / 30Nm
Weight 180g
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S11 (1NO+1NC)
Snap Action

T11 (1NO+1NC)
Non overlapping
Slow action
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Contact block (Zb type)

Cable Characteristics
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Plain plunger with dust protection cup
Code PS21M-C PH-M00

(mm)

(mm)

(mm)

(mm)

(mm)

Cross roller plunger
Code Metal roller PS21M-C P9-M00

Nylon roller PS21M-C P8-M00

Roller Plunger
Code Metal roller PS21M-C PR-M00

Nylon roller PS21M-C PY-M00

Plain Plunger
Code PS21M-C P0-M00
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Specifications are subject to change without notice. Pictures are just an example. For special features and/or customization, please ask to our sales network. 3

74

8

3.5

8

84
.8

10.4

84
.8

8

66
.5

92

24

29.5

4.5

Conformity / (NC) /
Max. Actuation speed 0.5ms
Min. force or torque 15N / 30Nm
Weight 190g

Conformity / (NC) /
Max. Actuation speed 0.1ms
Min. force or torque 10N / 30Nm
Weight 195g

Conformity / (NC) /
Max. Actuation speed 1.5ms
Min. force or torque 0.08N / 0.28Nm
Weight 225g

(mm)
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(mm)
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Conformity / (NC) /
Max. Actuation speed 1.5ms
Min. force or torque 0.08N / 0.28Nm
Weight 230g

(mm)

Ø14 roller lever
Code nylon roller PS21M-C RT-M00

metal roller PS21M-C RS-M00
ball bearing PS21M-C RO-M00

Conformity / /
Max. Actuation speed 0.1ms
Min. force or torque 10N / 30Nm
Weight 195g

Cross roller plunger with fixing nuts
Code metal roller PS21M-C P9-M0L

nylon roller PS21M-C P8-M0L

Roller plunger with fixing nuts
Code metal roller PS21M-C PR-M0L

nylon roller PS21M-C PY-M0L

Pain plunger with fixing nuts
Code PS21M-C P0-M0L

Ø18 nylon roller lever
Code PS21M-C BR-M00
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Limit Switches - Miniature Type (PS21M)
Metal Body IP67

Pre-wired
cable: PVC 4x0.75 mm2

Lenght: 1m
(Different lenghts available on request)
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Snap Action
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Slow action
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Cable Characteristics
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Conformity / (NC) /
Max. Actuation speed 1.5ms
Min. force or torque 0.08N / -
Weight 240g

Nylon actuator with stainless steel spring
Code PS21M-C LB-M00

Conformity / (NC) /
Max. Actuation speed 1.5ms
Min. force or torque 0.08N / 0.28Nm
Weight 235g

Adjustable rod lever
Code stainless steel rod Ø3 PS21M-C LA-M00

fiberglass rod Ø3 PS21M-C LF-M00
square steel rod 3x3 PS21M-C L3-M00

Conformity / (NC) /
Max. Actuation speed 1.5ms
Min. force or torque 0.08N / 0.28Nm
Weight 250g

Adjustable Ø6 rod lever
Code Nylon rod PS21M-C LN-M00

fiberglass rod PS21M-C LG-M00
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Conformity / (NC) /
Max. Actuation speed 1.5ms
Min. force or torque 0.08N / 0.28Nm
Weight 240g

Adjustable lever  with Ø18 nylon roller
Code PS21M-C R1-M00
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Conformity / (NC) /
Max. Actuation speed 1.0ms
Min. force or torque 0.10N / -
Weight 245g

Multidirectional nylon actuator with stainless steel spring
Code PS21M-C LP-M00

Conformity / (NC) /
Max. Actuation speed 1.0ms
Min. force or torque 0.10N / -
Weight 250g

Multidirectional actuator with stainless steel spring
Code PS21M-C LS-M00
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